TYPICAL FINISHED GRADE s

STANDARD
VALVE BOX COVER

¢

o
IN PAVED AREAS X =

| 12" MIN.

BASE COURSE

PAVED AREAS
12" THICKNESS CONCRETE IS
TO BE USED

NOTE TO CONTRACTORS
VALVE BOX SHOULD NOT

CONTACT MAIN OR VALVE.™

.

VALVE BOX

UNPAVED AREAS
CONCRETE ENCASEMENT

EII‘IH———HI——EI]

=] _|

4" MAXIMUM

TAMPED
BACKFILL

SATE VALVE

AT 3000 P.SI.
& TYPICAL FINISHED GRADE
= IN UNPAVED AREAS
<& =
-
i I\I_IH—HI—IH—\I\
B A a_iJ_W_U—J_L“—J_m
= ¢ Ll i“’T! [=l=M=11=

PAVED AREAS

12" THICKNESS e
CONCRETE TO BE USED——@

UNPAVED AREAS

CONCRETE ENCASEMENT—=1 el )

AT 3000 P.S.L

RETAINER GLAND

ATLANTIC CITY

BLOCKING

SECTION VIEW

TAMPED NOTES:
BACKFILL 1,

’

ONLY MANUFACTURED VALVE BOX EXTENSIONS SHALL BE ALLOWED.

I
VALVE BOX COVER

2. VALVE OPERATING NUT MUST BE EXTENDED SO THAT THE DEPTH IS NO
GREATER THAN 4' (ft.) FROM THE SURFACE USING A MANUFACTURER
APPROVED EXTENSION KIT.

3. PRECAST CONCRETE ENCASEMENT IS ALLOWED OUTSIDE OF PAVED AREAS.

MUNICIPAL UTILITIES AUTHORITY

401 NORTH VIRGINIA AVENUE
POBOX 117

ATLANIC CITY, N] 08404-0117

WATER VALVE BOX INSTALLATION

2008

DESIGN GUIDE
APPROVED BY:
MIKE MEGELLA




